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AURELIA BOLD S 22 - INDOOR
Patrick Jouin, 2021

USER REPLACEABLE LED

CONTROL Push-dim; 0/1-10V

FINISH SOURCE CODE
GTIN 
(EAN CODE)

[1] Trasparent + 
Matte Gunmetal

3000K LED
2700K LED

0011493
0011505

8052011012536

8052011012598

[2] Trasparent + 
Vintage Brass

3000K LED
2700K LED

0011491
0011503

8052011012529

8052011012581

[3] Trasparent + 
Glossy Warm White

3000K LED
2700K LED

0011495
0011507

8052011012543

8052011012604

[4] Smoke Grey + 
Matte Gunmetal

3000K LED
2700K LED

0011499
0011511

8052011012567

8052011012628

[5] Smoke Grey + 
Vintage Brass

3000K LED
2700K LED

0011497
0011509

8052011012550

8052011012611

[6] Smoke Grey + 
Glossy Warm White

3000K LED
2700K LED

0011501
0011513

8052011012574

8052011012635

CONTROL Phase-cut

FINISH SOURCE CODE
GTIN 
(EAN CODE)

[1] Trasparent + 
Matte Gunmetal

3000K LED
2700K LED

0012055
0012061

8052011012659

8052011012710

[2] Trasparent + 
Vintage Brass

3000K LED
2700K LED

0012054
0012060

8052011012642

8052011012703

[3] Trasparent + 
Glossy Warm White

3000K LED
2700K LED

0012056
0012062

8052011012666

8052011012727

[4] Smoke Grey + 
Matte Gunmetal

3000K LED
2700K LED

0012058
0012064

8052011012680

8052011012741

[5] Smoke Grey + 
Vintage Brass

3000K LED
2700K LED

0012057
0012063

8052011012673

8052011012734

[6] Smoke Grey + 
Glossy Warm White

3000K LED
2700K LED

0012059
0012065

8052011012697

8052011012758

TECHNICAL SHEET

MATERIALS
Diffuser: Glass
Structure: Metal

DIMENSIONS
Diffuser: Ø22,5 h20,5 (Ø8 7/8 h 8 1/8) 
Canopy: Ø25,5cm h4,2cm [Ø10 1/8” h1 5/8”] 
Cable lenght: 300cm [118 1/8”]

FINISHES 
(DIFFUSER + 
STRUCTURE)

[1] Trasparent + Matte Gunmetal
[2] Trasparent + Vintage Brass
[3] Trasparent + Glossy Warm White
[4] Smoke Grey + Matte Gunmetal
[5] Smoke Grey + Vintage Brass
[6] Smoke Grey + Glossy Warm White

[1]

[2]

[3]

[4]

[5]

[6]

LIGHT 
SOURCE 

Single or double switch and dimming
Direct: LED 1 x 11,6W 1531lm (nominal) 
3000K CRI≥90 [E]
Indirect: LED 1 X 7,2W 784lm (nominal) 
3000K CRI≥90 [F]
or
Direct: LED 1 x 11,6W 1471lm (nominal) 
2700K CRI≥90 [E]
Indirect: LED 1 X 7,2W 768lm (nominal) 
2700K CRI≥90 [F]

CONTROL 
Push-dim; 0/1-10V
Phase cut

MARKING DRY LOCATION

PACKAGING
Gross weight: 5,6kg - 0,06m3
Dimensions: 43,5x43,5x35cm

ON REQUEST Dimmer DALI

Ø25,6
Ø10 1/8”

Ø22,5
Ø8 7/8”

  4,2
1 5/8”

20,5
8 1/8”

cable 
max 300
118 1/8”

24
9 1/2”

[3]

[5][1]

Direct
light

Indirect
light

Direct light +
Indirect light

Via del Commercio, 22
36060 Romano d’Ezzelino (VI) Italy
Tel +39 041 574 1111

We reserve the right to change our product specifications. 

Please visit www.leucos.com for the latest product information

https://www.leucos.com
info.it@leucos.com


